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SMC  120DTH antenna
SMC

Technical characteristics
Antenna width 123 cm

Antenna height 127 cm

Dish SMC

Arm Aluminium

Az/El mount Steel

Frequency range 10,7 - 12,75 GHz

Beam width at 11,325 GHz 1,4°

Efficiency 70%

Gain (dB) at 11,325 GHz 41

Gain (dB) at 12,625 GHz 41,8 

Figure of  merit (dB/°K) at 11,325 GHz 20

Figure of  merit (dB/°K) at 12,625 GHz 21

Noise temperature <35°K

Mounting on tube Ø 60 to 76 mm

Elevation 0° to 57°

Azimut 0° to 360°

Weight 23 Kg 

DESIGNATIONS
KIT 120 MS Az/El

0.140.851

* 10 year anticorrosion warranty

Az/El back mount

Polar mount 

6° Support 
Astra 19,2°E
Hotbird 13°E

GB Support 
Astra 28,2°E
Astra 19,2°E
Hotbird 13°E

The SMC 120 antenna 
has an important 

efficiency and assures 
an optimal quality of  

reception. This antenna 
meets with all technical 

requirements necessary 
for individual and 

collective applications 
in case of  satellites 
with a weak signal. 

Multi-functional with its 
differents accessories, 

this antenna can be 
perfectly used for the 

reception of  several 
satellites. The SMC 120 

can also be equipped 
with a de-icing system. 

De-icing system

KIT 120 MS Polaire
0.140.854

KIT 120 MS Az/El 90°
0.140.855

DTH antennaDTH antennaDTH antenna
MULTI-FUNCTIONAL

Parabol 1,2 meter
Visiosat SMC120

Art. nr:	 671 06 07 
Parabol 1,2 meter Visiosat SMC120 
E-nr:	 –
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